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Owner: Jorge & Lorena Escamilla
1123 San Pascual, Santa Barbara, Ca 93101

Designer: Misael Contreras
6230 Aberdeen Ave. Goleta, CA

Project Address: 333 S. Canada St, Santa Barbara, CA 93101
A.P.N.: 017-300-021
Case Number: MST2018-00066
Year Built: 1951
Zone: R-M (R-3)
Site Slope: 1%
Lot size: 0.12 Acres (5,000 sf)
Grading: 0 Cu. Yds.
Type Of Construction: V-N
Setbacks: Front 10', Rear 10', Sides 6'
Building Height: 23' (Max Allowed 30')
High Fire: No
Flood Zone: Yes
Existing Parking: 3 Covered
Required Parking: 3 Covered
Proposed Parking: Unit A - 1 Covered 

Unit B - 1 Covered
Unit C - 1 Covered

Bicycle Parking: 3 Proposed 

S C O P E   O F   W O R K

Building 1:  Replace windows at front with sliding doors and add (2) new balconies (Unit A).
Building 2: Proposed Average Unit Density (AUD) Program - Construct new (2) bedroom unit   
at first floor (Unit B) & new (2) bedroom unit at second floor (Unit C).
Minor Zoning Exception: Waste and recycling receptacles located in front yard.
Minor Zoning Exception: New 6’ tall fence located in front yard.

Storm Water BMPs will be maintained pursuant to SBMC 22.87.050: Disconnect downspouts. 

____________________________________________________________________________________________________
Owner

C O D E   C O M P L I A N C E

All Construction Shall Comply With The Current Edition Of The Following Codes:
2016 California Residential Code; 2016 California Plumbing Code; 2016 California Electrical 
Code; 2016 California Mechanical Code; 2016 California Fire Code; 2016 California Energy 
Code; 2016 California Green Building Standards Code;  All Amendments As Adopted In Santa 
Barbara City Ordinance 5780 & Title 30

PROJECT INFORMATIONPROJECT INFORMATIONPROJECT INFORMATIONPROJECT INFORMATION

NO SCALE

PROJECT 
LOCATION Job No: Scale:

Delta Issue Nr. DateDescription

6230 Aberdeen Ave, Goleta CA 93117
805 886 0784             805 403 2541

ALL DRAWINGS AND WRITTEN MATERIAL HEREIN CONSTITUTE THE ORIGINAL AND 

UNPUBLISHED WORK OF THE DESIGNER,  AND THE SAME  MAY NOT BE DUPLICATED,  
USED,  OR DISCLOSED  WITHOUT THE WRITTEN CONSENT OF THE DESIGNER.
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A0

ESCAMILLA AUD

Project Number

333 SOUTH CANADA STREET,

SANTA BARBARA, CA

COVERSHEET

S H E E T   I N D E X

ARCHITECTURAL:

A0 COVERSHEET

A1 SITE PLAN & SITE SECTION

A2 FLOOR PLANS

A3 ROOF PLAN

A4 EXTERIOR ELEVATIONS

A5 BUILDING SECTIONS

A6 3D VIEWS

D1 ROOF DETAILS

D2 ARCHITECTURAL DETAILS

G1 GREEN BUILDING CODE

G2 GREEN BUILDING CODE

LANDSCAPE:

L1 LANDSCAPE PLAN

SHEETS: 12

ESCAMILLA AUD
333 SOUTH CANADA STREET, SANTA BARBARA, CA

AREA TABULATIONS

DESCRIPTION LEVEL GROSS

Existing

Attached 3-Car Garage (Building 1) Main Level 680 SF

Laundry (Building 1) Main Level 50 SF

Unit A (Building 1) Upper Level 748 SF

Existing 1478 SF

New

Unit B (Building 2) Main Level 962 SF

Unit C (Building 2) Upper Level 931 SF

New 1893 SF

New Porches

Unit A Balcony (Building 1) 124 SF

Unit C Covered Porches (Building 2) Upper Level 124 SF

New Porches 248 SF

TOTAL DEVELOPMENT 3619 SF

AREA

DESCRIPTION LEVEL NET

Existing

Attached 3-Car Garage (Building 1) Main Level 636 SF

Laundry (Building 1) Main Level 43 SF

Unit A (Building 1) Upper Level 701 SF

Existing: 3 1381 SF

New

Unit B (Building 2) Main Level 884 SF

Unit C (Building 2) Upper Level 854 SF

New: 2 1738 SF

New Porches

Unit A Balcony (Building 1) 124 SF

Unit C Covered Porches (Building 2) Upper Level 125 SF

New Porches: 4 248 SF

TOTAL DEVELOPMENT 3367 SF
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SITE PLAN ELEMENTS:

SP01 CONSTRUCT 4' DIAMETER x 2' DEEP MINIMUM SIZE WATER STORAGE TANK WITH TOP 
REMOVED TO SERVE AS WASHDOWN FACILITY FOR CONCRETE, PAINT, PLASTER, ETC.

SP02 CONSTRUCT SILT FENCE TO LIMITS SHOWN PER DETAIL A

GENERAL CONSTRUCTION NOTES:

A. PROTECT EXISTING UTILITIES WITHIN WORK AREA; NOTIFY UNDERGROUND SERVICE ALERT 
AT LEAST 2 WORKING DAYS IN ADVANCE OF BEGINNING EXCAVATION AT 811.

B. PROTECT EXISTING IMPROVEMENTS WITHIN WORK AREA.
C. EXISTING BURIED CONDUITS, PIPES, STRUCTURES HAVE NOT BEEN SHOWN.  CONTRACTOR 

SHALL INVESTIGATE, LOCATE AND MARK ALL EXISTING BURIED CONDUITS, PIPES AND 
STRUCTURES WHICH CROSS OR OTHERWISE MAY CONFLICT WITH NEW IMPROVEMENTS.  
CONTRACTOR SHALL PROVIDE RESULTS OF THIS INVESTIGATION TO PROJECT ENGINEER 
FOR REVIEW BEFORE WORK IS COMMENCED.  ALLOW FIVE (5) WORKING DAYS FOR REVIEW.

D. PROTECT AND MAINTAIN IN SERVICE ALL SUCH FACILITIES UNTIL OTHERWISE APPROVED 
IN WRITING BY PROJECT ENGINEER AND UTILITY COMPANY.

E. RETAIN A LICENSED LAND SURVEYOR TO STAKE HORIZONTAL AND VERTICAL CONTROL FOR 
LAYOUT OF THE WORK, FOR SURVEYING LOCATION OF PROPOSED IMPROVEMENTS.  
CONFIRM CONTROL DATA WITH PROJECT SURVEYOR PRIOR TO STAKING WORK, IN 
ADDITION, CHECK STAKING AT KEY LOCATIONS BY SCALING DISTANCES AND TAPING FROM 
EXISTING FEATURES SHOWN ON PLAN.

F. DEMOLISH AND REMOVE EXISTING OBJECTIONABLE MATERIALS FROM THE WORK AREA 
AND DISPOSE OF OFFSITE AS NECESSARY TO COMPLETE THE WORK, WHETHER OR NOT 
SPECIFICALLY CALLED FOR ON THE DRAWINGS.

G. WHETHER OR NOT SPECIFICALLY CALLED FOR ON THE DRAWINGS, PROTECT FROM 
DAMAGE ALL EXISTING FEATURES WITHIN AND IN THE VICINITY OF THE WORK AREA 
WHICH ARE NOT TO BE ALTERED BY PROPOSED WORK.
a. DOCUMENT THE EXISTING CONDITION AND PROVIDE SUCH DOCUMENTATION TO 

PROJECT ENGINEER.
b. PROTECT DURING CONSTRUCTION FROM PHYSICAL AND ESTHETIC DAMAGE 

INCLUDING CRACKING, SCRAPING, DEFORMING, SOILING, AND SPLATTER FROM 
PAINT, CONCRETE OR ASPHALT EMULSION.

c. RESTORE TO PRE-CONSTRUCTION CONDITION AND APPEARANCE TO SATISFACTION 
OF DESIGNER AT NO ADDITIONAL COST TO OWNER.

EROSION/SEDIMENT CONTROL SPECIFICATIONS

1. THE EROSION/SEDIMENT CONTROL PLAN AND DETAILS ARE BASED ON THE SITE BEING 
DEVELOPED AS DEPICTED THEREBY THESE MEASURES MAY NOT BE SUITABLE AT ALL STAGES 
OF CONSTRUCTION AND UNDER ALL STORM CONDITIONS WITHOUT MODIFICATION 
AND/OR MAINTENANCE. IMPLEMENTATION OF THIS PLAN SHALL NOT RELIEVE THE 
CONTRACTOR OF RESPONSIBILITY FOR CONSTRUCTION OF SITE EROSION CONTROL 
MEASURES. tHE CONTRACTOR SHALL EMPLOY ALL LABOR, EQUIPMENT, MATERIALS AND 
METHODS NECESSARY TO PREVENT DISCHARGE FROM THE SITE OF SILT (MUD), DEBRIS, OR 
ANY OTHER POLLUTANT.

2. EROSION/SEDIMENT CONTROL MEASURES SHALL BE IN PLACE AT ANY TIME DURING THE 
YEAR WHEN THE FORECAST OF RAIN PROBABILITY IF 50% OR GREATER FOR EACH YEAR 
UNTIL THE SITE IMPROVEMENTS, INCLUDING GRADING, PAVING, DRAINAGE DEVICES, AND 
LANDSCAPING HAVE BEEN CONSTRUCTED OR INSTALLED.

3. EROSION/SEDIMENT CONTROL, MEASURES SHALL BE INSPECTED AND REPAIRED AS 
NECESSARY BEFORE EACH STORM.

4. THE LOCATION AND EXTENT OF EROSION CONTROL MEASURES SHALL BE REVIEWED AT THE 
SITE BY THE CONTRACTOR THROUGHOUT THE INSTALLATION PROCESS AND UPON 
COMPLETION OF THE INITIAL INSTALLATION.

5. THE LOCATIONS OF SWALES, STRAW BALE DIKES/WEIRS AND SILT FENCES MAY REQUIRE 
ADJUSTMENT DUE TO CHANGING SITE CONDITIONS AND ADDITIONAL INSTALLATIONS MAY 
BE NECESSARY.

6. ALL EROSION/SEDIMENT CONTROL MEASURES SHALL BE INSPECTED AND REPAIRED AS 
CALLED FOR BELOW AND IN THE SWPPP BOOK.

7. SOIL AND DEBRIS DEPOSITS SHALL BE REMOVED FROM EROSION CONTROL SWALES AND 
FROM BEHIND STRAW BALE DIKES/WEIRS AND SILT FENCES AFTER EACH STORM TO 
RESTORE THEIR CAPACITY.

8. THE SPOIL MATERIAL SHALL BE STOCKPILED SUCH THAT IT CANNOT AGAIN RESULT IN 
SEDIMENT TRANSPORT ON OR OFF-SITE.

9. DURING THE RAINY SEASON, ALL PAVED AREAS SHALL BE KEPT CLEAR OF SOIL MATERIAL 
AND DEBRIS. THE SITE SHALL BE MAINTAINED SUCH THAT NO SEDIMENT-LADEN RUNOFF 
ENTERS THE STORM DRAINAGE SYSTEM OR SHEET-FLOW OFF-SITE.

10. A STANDY-BY CREW  SHALL BE PROVIDED BY THE CONTRACTOR FOR EMERGENCY WORK 
DURING RAINSTORMS AND SHALL REMAIN ON-SITE AS NEEDED TO MAINTAIN OR INSTALL 
ADDITIONAL ERSION/SEDIMENT CONTROL MEASURES DURING THE STORM.

11. THE CONTRACTOR SHALL NOT INSTALL BMPS IN A MANNER THAT CAUSES PONDING OR 
DIVERSION OF WATER FROM DRAINAGE INLETS RESULTING IN DAMAGE TO PROPERTY.

12. THE CONTRACTOR SHALL PROPERLY MAINTAIN BMP'S TO PREVENT PONDING OR DIVERSION 
OF WATER FROM DRAINAGE INLETS RESULTING IN DAMAGE TO PROPERTY.

SILT FENCE IMPLEMENTATION:

1. THE CONTRACTOR SHALL INSTALL SILT FENCE ALONG A LEVEL CONTOUR.
2. THE CONTRACTOR SHALL TURN THE ENDS OF THE SILT FENCE UPHILL TO PREVENT STORM 

WATER FROM FLOWING AROUND THE FENCE.
3. THE CONTRACTOR SHALL LEAVE AN UNDISTURBED AREA IMMEDIATELY DOWN SLOPE FROM 

THE FENCE WHERE FEASIBLE.
4. SILT FENCES SHALL REMAIN IN PLACE UNTIL THE DISTURBED AREA IS PERMANENTLY 

STABILIZED, AFTER WHICH, THE SILT FENCE SHALL BE REMOVED AND PROPERLY DISPOSED 
OF BY THE CONTRACTOR.

5. MATERIALS: SILT FENCE FABRIC SHALL BE WOVEN GEOTEXTILE WITH A MINIMUM WIDTH 
OF 36 INCHES AND A MINIMUM TENSILE STRENGTH OF 100 LB FORCE. THE FABRIC SHALL 
CONFORM TO THE REQUIREMENTS IN ASTM DESIGNATION D4632 AND SHALL HAVE AN 
INTEGRAL REINFORCEMENT LAYER.

6. INSPECTION AND MAINTENANCE:
A. SILT FENCE SHALL BE INSPECTED WEEKLY, PRIOR TO FORECASTED RAIN EVENTS, 

DAILY DURING EXTENDED RAIN EVENTS, AND AFTER THE CONCLUSION OF RAIN 
EVENTS.

B. THE CONTRACTOR SHALL REPAIR UNDERCUT SILT FENCES WITHIN 72 HOURS.
C. THE CONTRACTOR SHALL REPAIR OR REPLACE SPLIT, TORN, SLUMPING, OR 

WEATHERED FABRIC WITHIN 72 HOURS. REPLACE THE SILT FENCE FABRIC EVERY 8 
MONTHS.

D. SILT FENCES THAT ARE DAMAGED AND BECOME UNSUITABLE FOR THE INTENDED 
PURPOSE SHALL BE REMOVED FROM THE SITE OF WORK, DISPOSED, AND REPLACED 
WITH NEW SILT FENCE BARRIERS BY THE CONTRACTOR.

E. SEDIMENT THAT ACCUMULATES BEHIND THE SILT FENCE SHALL BE REMOVED BY 
THE CONTRACTOR PRIOR TO EACH RAIN EVENT IN ORDER TO MAINTAIN BMP 
EFFECTIVENESS. DURING A RAIN EVENT THE SEDIMENT SHALL BE REMOVED BY THE 
CONTRACTOR WHEN THE SEDIMENT ACCUMULATION REACHES ONE-THIRD OF THE 
BARRIER HEIGHT.

F. SILT FENCES SHALL BE LEFT IN PLACE UNTIL THE UPSTREAM AREA IS PERMANENTLY 
STABILIZED. UNTIL THEN, THE SILT FENCE SHALL BE INSPECTED AND MAINTAIN BY 
THE CONTRACTOR.

G. THE CONTRACTOR SHALL REMOVE SILT FENCE WHEN UP-GRADIENT AREAS ARE 
STABILIZED; FILL AND COMPACT POST HOLES AND ANCHOR TRENCH, REMOVE 
SEDIMENT ACCUMULATION, GRADE FENCE ALIGNMENT TO BLEND WITH ADJACENT 
GROUND, AND STABILIZE DISTURBED AREA.

SITE PLAN NOTESSITE PLAN NOTESSITE PLAN NOTESSITE PLAN NOTES

REMOVE NATIVE MATERIAL,
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ANCHOR TRENCH, BACKFILL
TRENCH WITH COMPACTED
NATIVE MATERIAL

DIRECTION OF STORM WATER 
RUNOFF
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Common Open Yard:

Open Yard Required 15% of 5,000 sf (Lot Size) = 750 sf
Open Yard Proposed 750 sf

1st Story Private Open Yard:

2 Bedroom Unit Required: 140 sf (10' x 10' Min)
Unit B Proposed 140 sf

2nd Story Private Open Yard:

2 Bedroom Unit Required: 84 sf (6' x 6' Min)
Unit A Proposed 123 sf
Unit C Proposed 97 sf

OPEN YARD AREAOPEN YARD AREAOPEN YARD AREAOPEN YARD AREA
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SILT FENCE DETAILA
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FLOOR PLAN ELEMENTS:

FP01 CEILING HEIGHT CHANGE ABOVE.
FP04 EXPOSED WOOD BEAM ABOVE - REFER TO STRUCTURAL DRAWINGS.
FP05 EXPOSED WOOD POST - REFER TO STRUCTURAL DRAWINGS.
FP07 CONCRETE PORCH SLAB WITH FINISH MATERIAL BY OWNER. 2" MAX. STEP FROM 

THRESHOLD.
FP09 SMOKE DETECTOR - AN APPROVED SMOKE ALARM SHALL BE INSTALLED IN EACH 

SLEEPING ROOM & HALLWAY OR AREA GIVING ACCESS TO SLEEPING ROOM, AND ON EACH 
STORY AND BASEMENT FOR DWELLINGS WITH MORE THAN ONE STORY. SMOKE ALARMS 
SHALL BE INTERCONNECTED SO THAT ACTUATION OF ONE ALARM WILL ACTIVATE ALL THE 
ALARMS WITHIN INDIVIDUAL DWELLING UNIT. IN NEW CONSTRUCTION SMOKE ALARMS 
SHALL RECEIVE THEIR PRIMARY POWER SOURCE FROM THE BUILDING WIRING AND SHALL 
BE EQUIPPED WITH BATTERY BACK-UP AND LOW BATTERY SIGNAL.

FP10 CARBON MONOXIDE ALARM WIRED TO 120-VOLT HOUSE CURRENT WITH BATTERY 
BACK-UP. AN APPROVED CARBON MONOXIDE ALARM SHALL BE INSTALLED IN DWELLING
UNITS AND IN SLEEPING UNITS WITHIN WHICH FUEL-BURNING APPLIANCES ARE 
INSTALLED AND IN DWELLING UNITS THAT HAVE ATTACHED GARAGES. CARBON MONOXIDE 
ALARM SHALL BE PROVIDED OUTSIDE OF EACH SEPARATE DWELLING UNIT SLEEPING AREA 
IN THE IMMEDIATE VICINITY OF THE BEDROOM(S) AND ON EVERY LEVEL OF A DWELLING 
UNIT INCLUDING BASEMENTS.

FP11 STONE/TILE SHOWER BENCH.
FP12 STONE/TILE SOAP NICHE.
FP13 LINE OF WALL FRAMING ABOVE.
FP16 GUARDRAIL (42" MIN ABOVE ADJACENT FLOOR SURFACE).
FP18 GARBAGE / RECYCLE / GREEN WASTE BIN
FP20 WOOD STAIRCASE: ALL INTERIOR AND EXTERIOR STAIRCASES SHALL BE ILLUMINATED.

MILLWORK:

MW01 BASE CABINET.
MW02 UPPER CABINET.
MW03 FULL HEIGHT BROOM CLOSET.
MW04 KITCHEN ISLAND WITH CANTILEVERED EATING BAR.
MW05 BUILT-IN SHELVES.
MW08 CLOSET SHELF and POLE.
MW09 22" x 30" (MIN) ATTIC ACCESS ABOVE. PROVIDE 110V GFI POWER OUTLET and LED KEYLESS 

LIGHT, and SOLID SHEATHING WORK PLATFORM ADJACENT TO CONTROL SIDE OF 
MECHANICAL UNIT.

APPLIANCES:

AP01 GAS RANGE/OVEN.  WITH METAL HOOD, LIGHT and FAN. VENT TO EXTERIOR AND 
PROVIDE BACK DRAFT DAMPER. VERIFY ALL DIMENSIONS WITH MANUFACTURER.  
PROVIDE HOOD EXHAUST FAN WITH AN EXHAUST RATE OF 100 CFM MINIMUM FOR 
INTERMITTENT EXHAUST.

AP02 REFRIGERATOR -  PLUMBER TO PROVIDE WATER CONNECTION FOR WATER DISPENSER 
AND/OR ICE MAKER.

AP03 DISHWASHERS - INSTALL PER MANUFACTURER'S SPECIFICATIONS.
AP04 CLOTHES WASHER - PROVIDE HOT and COLD WATER, and WASTE.
AP05 GAS CLOTHES DRYER.

MECHANICAL:

ME01 GAS-FIRED FORCED AIR UNIT with AIR CONDITIONING. HEATER SHALL BE CAPABLE OF 
MAINTAINING MINIMUM ROOM TEMPERATURE OF 68F AT A POINT 3 FEET ABOVE THE 
FLOOR 2 FEET FROM EXTERIOR WALLS IN ALL HABITABLE ROOMS AT THE DESIGN 
TEMPERATURE. BASEMENT TO BE SUPPLIED WITH HVAC - MECHANICAL VENTILATION.

ME03 DRYER EXHAUST VENT with BACKDRAFT DAMPER  - RUN VENT DUCT THROUGH CRAWL 
SPACE TO EXTERIOR WALL.  (LESS THAN 14' WITH TWO 90° ELBOWS)

ME04 EXHAUST FAN WITH BACK DRAFT DAMPER CAPABLE OF PROVIDING 50 CFM, MINIMUM,
(INTERMITTENT OPERATION). FANS SHALL BE ENERGY STAR COMPLIANT AND BE DUCTED TO 
TERMINATE TO THE OUTSIDE OF THE BUILDING  8-3/4" FROM FRAMING. FANS, NOT 
FUNCTIONING AS A COMPONENT OF A WHOLE HOUSE VENTILATION SYSTEM, MUST BE 
CONTROLLED BY A HUMIDITY CONTROL.

ELECTRICAL:

EL01 MAIN HOUSE PANEL WITH EMERGENCY BREAKER.
EL02 ELECTRICAL SUBPANEL. 

PLUMBING:

PL01 KITCHEN SINK WITH DISPOSER. ** THE MAXIMUM FLOW RATE OF KITCHEN and LAUNDRY 
FAUCETS SHALL NOT EXCEED 1.8 GALLONS PER MINUTE AT 60 PSI - KITCHEN and LAUNDRY 
FAUCETS MAY TEMPORARILY INCREASE THE FLOW RATE ABOVE THE MAXIMUM RATE, BUT 
NOT TO EXCEED 2.2 GALLONS PER MINUTE AT 60 PSI, AND MUST DEFAULT TO A MAXIMUM 
FLOW RATE OF 1.8 GALLONS PER MINUTE AT 60 PSI.

PL03 LAVATORY - THE MAXIMUM FLOW RATE OF RESIDENTIAL LAVATORY FAUCETS SHALL NOT 
EXCEED 1.2 GALLONS PER MINUTE AT 60 PSI AND SHALL HAVE A MINIMUM FLOW RATE OF 0.8 
GALLONS PER MINUTE AT 20 PSI.

PL04 WATER CLOSET - THE EFFECTIVE FLUSH VOLUME OF ALL WATER CLOSETS SHALL NOT 
EXCEED 1.28 GALLONS PER FLUSH - TANK-TYPE WATER CLOSETS SHALL BE CERTIFIED TO THE 
PERFORMANCE CRITERIA OF THE U.S. EPA WATERSENSE SPECIFICATION FOR TANK-TYPE 
TOILETS.

PL05 TUB - PROVIDE ONE-PIECE TRAP - ENCLOSED WITH TEMPERED GLASS (SAFETY GLAZING)
PL06 ENCLOSED SHOWER WITH TEMPERED GLASS (SAFETY GLAZING) AND FULL HEIGHT TILE 

WAINSCOT - PROVIDE ONE-PIECE WELDED TRAP OR ACCESS PANEL PER LOCAL CODE -
SHOWER HEADS SHALL HAVE A MAXIMUM FLOW RATE OF NOT MORE THAN 1.8 GALLONS PER 
MINUTE AT 80 PSI - SHOWERHEADS SHALL BE CERTIFIED TO THE PERFORMANCE CRITERIA 
OF THE U.S. EPA WATERSENSE SPECIFICATION FOR SHOWERHEADS. *** WHEN A SHOWER IS 
SERVED BY MORE THAN ONE SHOWERHEAD, THE COMBINED FLOW RATE OF ALL 
SHOWERHEADS AND/OR OTHER SHOWER OUTLETS CONTROLLED BY A SINGLE VALVE SHALL 
NOTE EXCEED 2.0 GALLONS PER MINUTE AT 80 PSI, OR THE SHOWER SHALL BE DESIGNED TO 
ALLOW ONLY ONE SHOWER OUTLET TO BE IN OPERATION AT A TIME.

PL07 SHOWER DRAIN.
PL10 HOSE BIBB.
PL11 GAS-FIRED WATER HEATER.
PL12 FUEL GAS OUTLET.
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D7
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W19
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1. ALL WINDOW SIZES TO BE VERIFIED BY GENERAL CONTRACTOR PRIOR TO ORDERING. 
DISCREPANCIES SHALL BE BROUGHT TO ARCHITECT'S ATTENTION.

2. REFER TO EXTERIOR ELEVATIONS FOR EXTERIOR DOOR AND WINDOW PROFILES.
3. ALL NEW GLAZED DOORS SHALL HAVE DUAL-PANE TEMPERED GLASS, UNLESS OTHERWISE 

NOTED.  REFER TO SCHEDULE.
4. OWNER TO SELECT INTERIOR DOOR STYLES AND WOOD SPECIES.
5. NEW EMERGENCY EGRESS WINDOWS IN ROOMS THAT MAY BE USED FOR SLEEPING PURPOSES 

SHALL HAVE A MINIMUM CLEAR WIDTH AND MINIMUM 24" CLEAR HEIGHT.  MINUMUM 
OPERABLE AREA SHALL BE 5.7 SQ. FT. AND A MINIMUM SILL HEIGHT OF 44". (CBC SEC. 310.4)

6. PROVIDE TEMPERED GLASS IN ALL NEW WINDOWS WITHIN 18" OF A WALKING SURFACE AND 
WITHIN 24" OF A DOOR, AS WELL AS IN BATHROOM AND SHOWER WINDOWS WHERE THE SILL 
HEIGHT IS LOWER THAN 60" ABOVE THE FINISH FLOOR.  REFER TO FLOOR PLAN AND WINDOW 
SCHEDULE FOR TEMPERED GLASS LOCATIONS.

7. ALL GLAZING (DOORS AND WINDOWS) SHALL BE DUAL GLAZED AND TEMPERED (BOTH PANES).
8. MANUFACTURER'S LABELS MUST BE LEFT ON INSTALLED DOOR AND WINDOW UNITS FOR 

INSPECTION. U-VALUE AND SHGC FACTORS ON DOOR AND WINDOW LABELS MUST BE 
CONSISTENT WITH VALUES INDICATED ON DOOR AND WINDOW SCHEDULES.

9. ALL NEW GLAZING (DOORS AND WINDOWS) SHALL NOT EXCEED 0.32 U-VALUE & 0.25 SHGC

DOOR AND WINDOW NOTES:DOOR AND WINDOW NOTES:DOOR AND WINDOW NOTES:DOOR AND WINDOW NOTES:

Job No: Scale:

Delta Issue Nr. DateDescription

6230 Aberdeen Ave, Goleta CA 93117
805 886 0784             805 403 2541

ALL DRAWINGS AND WRITTEN MATERIAL HEREIN CONSTITUTE THE ORIGINAL AND 

UNPUBLISHED WORK OF THE DESIGNER,  AND THE SAME  MAY NOT BE DUPLICATED,  
USED,  OR DISCLOSED  WITHOUT THE WRITTEN CONSENT OF THE DESIGNER.

1/4" = 1'-0"

5/20/2020 4:51:06 PM

A2

ESCAMILLA AUD

Project Number

333 SOUTH CANADA STREET,

SANTA BARBARA, CA

FLOOR PLANS
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1ST FLOOR PLAN1

1/4" = 1'-0"

2ND FLOOR PLAN2

1 1 Revision 1 Date 1

N
N

DOOR SCHEDULE

DOOR
NUMBER QTY

DOOR SIZE

DOOR TYPE
DOOR

MATERIAL GLAZING
GLAZING

AREA
MAX

U-VALUE
MAX

SHGC REMARKSWIDTH HEIGHT

D1 2 6'-0" 6'-8" Double Sliding

D2 2 3'-0" 6'-8" Entry

D3 2 6'-0" 6'-8" Double Sliding

D4 4 2'-8" 6'-8" Single-Flush

D5 2 3'-0" 6'-8" Single-Flush

D6 3 2'-0" 6'-8" Single-Flush

D7 5 5'-0" 6'-8" Sliding-Closet

WINDOW SCHEDULE

WINDOW
NUMBER QTY

WINDOW SIZE

WINDOW TYPE
FRAME

MATERIAL GLAZING
GLAZING

AREA

MAX
U-VALU

E
MAX

SHGC REMARKSWIDTH HEIGHT

W2 4 2'-0" 3'-0" Window-Single-Hung 6 SF

W19 5 5'-0" 3'-0" Window-Sliding-Double 15 SF

W87 2 4'-0" 2'-0" Window-Sliding-Double 8 SF

W92 2 6'-0" 4'-0" Window-Sliding-Double 24 SF

W114 2 1'-4" 1'-9" Window-Louvered 2 SF
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ATTIC VENTILATION:ATTIC VENTILATION:ATTIC VENTILATION:ATTIC VENTILATION:

VENTILATION REQUIRED:

ATTIC AREA 931 SF
VENTILATION REQUIRED 931 SF / 300 = 3.10 SF
REQUIRED AREA (SQ.IN.) 3.10 SF X 144 = 446.4 SQ.IN.

VENTILATION PROVIDED:

O'HAGIN VENT
TAPERED LOW-PROFILE 72 SQ.IN. NFVA
VENTS PROVIDED: 7
TOTAL VENTILATION: 504 SQ.IN. > 446.4 SQ.IN.

ROOF PLAN NOTES:ROOF PLAN NOTES:ROOF PLAN NOTES:ROOF PLAN NOTES:

1. ROOFING MATERIAL:

CLASS "A" ASPHALT COMPOSITION SHINGLE UNDERLAYMENT OVER 
ROOF SHEATHING - REFER TO STRUCTURAL DRAWINGS

2. PROVIDE MINIMUM 26-GAUGE GALVANIZED ROOF FLASHING, TYPICAL.
PAINT TO MATCH ROOF SHINGLES.

3. NEW GUTTERS AND DOWNSPOUTS:

MATERIAL: 26 GAUGE (MIN) METAL
COLOR: GUTTERS TO MATCH TRIM COLOR

DOWNSPOUTS TO MATCH PLASTER COLOR
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ROOF PLAN
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ROOF PLAN1N
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EXTERIOR FINISH MATERIAL:

1.    ROOF SHINGLE: CLASS "A" ASPHALT COMPOSITION BY CERTAINTEED.

STYLE: 2-PIECE LAMINATED FIBER GLASS
COLOR: "PLATINUM"

2. PLASTER: 3-COAT EXTERIOR CEMENT PLASTER OVER (2) 
LAYERS (MIN) #15 BLDG. PAPER VAPOR BARRIER, OR 
APPROVED EQUIVALENT.

FINISH: SMOOTH TROWEL
COLOR: "OVERCAST" PPU26-21 BY BEHR

3. SIDING: TRUWOOD 5" COTTAGE LAP SIDING OVER (2) 
LAYERS (MIN) #15 BLDG. PAPER VAPOR BARRIER, OR 
APPROVED EQUIVALENT.

COLOR: "OVERCAST" PPU26-21 BY BEHR

4. METAL DOORS: MASONITE.

STYLE: HALIFAX CAMBER-FAN LITE
COLOR: "CINNAMON."

5. METAL WINDOWS: MILGARD WINDOWS and DOORS.

COLOR: "POLAR BEAR" 75 BY BEHR

6. LIGHTING: HAMPTON BAY
MODEL: 1000 - 711 - 845
COLOR: BLACK FINISH
GLASS: "ETCHED"
LAMPING: GU-24 LED (HIGH EFFICACY)

DARK-SKY COMPLIANCE:

LAMP BASE AND SOCKET TO BE CONCEALED AT THE 
TOP OF THE FIXTURE HOUSING, OUT OF DIRECT VIEW 
FROM ANY SIDE.

7. GUTTERS: GUTTERS AND DOWNSPOUTS TO BE ALUMINUM.

COLOR:WHITE

8. EXPOSED TIMBER: SELECT DOUGLAS FIR #1

COLOR: "POLAR BEAR" 75 BY BEHR

ELEVATION NOTESELEVATION NOTESELEVATION NOTESELEVATION NOTES

EXTERIOR LIGHT FIXTUREEXTERIOR LIGHT FIXTUREEXTERIOR LIGHT FIXTUREEXTERIOR LIGHT FIXTURE
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EXTERIOR ELEVATIONS

1/4" = 1'-0"

EAST ELEVATION - BUILDING 2E

1/4" = 1'-0"

NORTH ELEVATION (REAR)N

1/4" = 1'-0"

SOUTH ELEVATION (CANADA ST)S

1/4" = 1'-0"

WEST ELEVATION - BUILDING 2W

1/4" = 1'-0"

WEST ELEVATION - BUILDING 11
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EXTERIOR FINISH MATERIAL:

1.   ROOF SHINGLE: CLASS "A" ASPHALT COMPOSITION BY CERTAINTEED.

STYLE: 2-PIECE LAMINATED FIBER GLASS
COLOR: "PLATINUM"

2. PLASTER: 3-COAT EXTERIOR CEMENT PLASTER OVER (2) 
LAYERS (MIN) #15 BLDG. PAPER VAPOR BARRIER, OR 
APPROVED EQUIVALENT.

FINISH: SMOOTH TROWEL
COLOR: "OVERCAST" PPU26-21 BY BEHR

3. SIDING: TRUWOOD 5" COTTAGE LAP SIDING OVER (2) 
LAYERS (MIN) #15 BLDG. PAPER VAPOR BARRIER, OR 
APPROVED EQUIVALENT.

COLOR: "OVERCAST" PPU26-21 BY BEHR

4. METAL DOORS: MASONITE.

STYLE: HALIFAX CAMBER-FAN LITE
COLOR: "CINNAMON."

5. METAL WINDOWS: MILGARD WINDOWS and DOORS.

COLOR: "POLAR BEAR" 75 BY BEHR

6. LIGHTING: HAMPTON BAY
MODEL: 1000 - 711 - 845
COLOR: BLACK FINISH
GLASS: "ETCHED"
LAMPING: GU-24 LED (HIGH EFFICACY)

DARK-SKY COMPLIANCE:

LAMP BASE AND SOCKET TO BE CONCEALED AT THE 
TOP OF THE FIXTURE HOUSING, OUT OF DIRECT VIEW 
FROM ANY SIDE.

7. GUTTERS: GUTTERS AND DOWNSPOUTS TO BE ALUMINUM.

COLOR:WHITE

8. EXPOSED TIMBER: SELECT DOUGLAS FIR #1

COLOR: "POLAR BEAR" 75 BY BEHR

INSULATION:

12. ALL NEW EXTERIOR WALLS SHALL HAVE R-19 (MIN) BATT INSULATION.

13. ALL SLOPED ROOF ATTIC AREAS, (NEW AND EXISTING), ABOVE 
CONDITIONED SPACE, SHALL HAVE R-38 (MIN) BATT INSULATION.

15. ALL WOOD FRAMED FLOOR BENEATH CONDITIONED SPACES, AND OVER 
UNCONDITIONED SPACE, SHALL HAVE R-19 (MIN) BATT INSULATION.

INTERIOR WALL FINISH MATERIAL:

16. ALL INTERIOR WALLS AND CEILINGS SHALL HAVE 5/8" TYPE "X" GYP. BD. 
(TYPICAL), UNLESS  NOTED OTHERWISE.  FINISH COATS AND PAINT COLORS 
TO BE SPECIFIED BY OWNER.

FRAMING:

17. RIDGE BEAM. REFER TO STRUCTURAL DRAWINGS.

18. ROOF RAFTERS. REFER TO STRUCTURAL DRAWINGS.

19. FLOOR JOISTS.  REFER TO STRUCTURAL DRAWINGS.

MISCELLANEOUS:

20. FLOOR FINISH OVER STRUCTURAL SUBSTRATE.
       WATERPROOF EXTERIOR INSTALLATIONS.

21. MILLWORK.

22. CONCRETE FOOTING.  REFER TO STRUCTURAL DRAWINGS.

23. CONCRETE SLAB.  REFER TO STRUCTURAL DRAWINGS.

24. CONCRETE LANDING.

25. ATTIC VENT.  REFER TO A2.0a FOR SPECIFICATIONS.
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ROOF FRAMING PER

STRUCTURAL DRAWINGS

ROOF SHEATHING PER

STRUCTURAL DRAWINGS

CLASS "A" METAL ROOFING

PER ROOFING SPEC'S

ROOFING FELT PER

ROOFING SPECIFICATIONS
METAL RIDGE

CAP

FLEXIBLE  MEMBRANE

FLASHING - LAP OVER

ROOFING FELT

1'-6" 1'-6"

ROOF FRAMING PER

STRUCTURAL DRAWINGS

ROOF SHEATHING PER

STRUCTURAL DRAWINGS

ROOFING PER ROOFING

SPECIFICATIONS

ROOFING FELT PER

ROOFING SPECIFICATIONS

VALLEY FLASHING: PROVIDE MINIMUM

26-GAUGE METAL ROOF FLASHING, 36"

WIDE MINIMUM, OVER UNDERLAYMENT

CONSISTING OF (1) LAYER OF 72 POUND

MINERAL SURFACED, NON-PERFORATED

CAP SHEET, COMPLYING WITH ASTM

D3909, INSTALLED OVER THE COMBUST-

IBLE DECKING PER CRC R327.5.3.

WALL SHEATHING PER

STRUCTURAL DRAWINGS

EXTERIOR CEMENT PLASTER 

OVER METAL LATH OVER 

BUILDING PAPER

ROOF FRAMING PER

STRUCTURAL DRAWINGS

ROOF SHEATHING PER

STRUCTURAL DRAWINGS

METAL DRIP

FLASHING

SANDING SEAM METAL 

ROOFING PER 

SPECIFICATIONS

ROOFING FELT PER

ROOFING SPECIFICATIONS

METAL GUTTER (WITH LEAF 

GUARD) - WHERE OCCURS

2X NAILER / PLASTER GROUND

4X WOOD BLKNG

2'-
1_
2

"

1_
4

"
1_
4

"

EXPOSED BEAM - REFER 

TO

ROOF FRAMING PER

STRUCTURAL 

ROOF SHEATHING PER

STRUCTURAL 

METAL 

DRIP

SANDING SEAM

METAL 

ROOFING

PER ROOFING

ROOFING FELT PER

ROOFING 

EXPOSED 2x6

TONGUE 

AND

GROOVE

EXPOSED 

RAFTER

2x6 

2x BLOCKING - REFER TO

STRUJCTURAL 

ROOF SHEATHING PER

STRUCTURAL DRAWINGS

STANDING SEAM METAL

ROOFING PER ROOFING

SPECIFICATIONS

ROOFING FELT PER

ROOFING SPECIFICATIONS

BEAM - REFER TO

STRUCTURAL DRAWINGS

RAFTER - REFER TO

STRUCTURAL DRAWINGS

MEMBRANE FLASHING

ROOFING GABLE TRIM

EXPOSED 2x6

TONGUE and

GROOVE SHEATHING

EXTERIOR CEMENT PLASTER OVER

METAL LATH OVER BUILDING PAPER

INSULATION PER TITLE 24

ROOFING PER ROOFING

SPECIFICATIONS

WALL SHEATHING PER STRUCT. DWGS

WALL FRAMING PER STRUCT. DWGS

LAP LATH AND BLDG. PAPER OVER

FLASHING

ROOF FRAMING PER

STRUCTURAL DRAWINGS

ROOF SHEATHING PER

STRUCTURAL DRAWINGS

COPPER FLASHING

FLEXIBLE MEMBRANE FLASHING UNDER

METAL FLASHING - LAP OVER ROOFING

FELT

2x6 P.T.D.F. CURB

ROOFING FELT PER

ROOFING SPECIFICATIONS

2x  BLOCKING

GYPSUM WALLBOARD

WALL SHEATHING PER

STRUCTURAL DRAWINGS

EXTERIOR CEMENT PLASTER OVER

METAL LATH OVER BUILDING PAPER

ROOF FRAMING PER

STRUCTURAL DRAWINGS

ROOF SHEATHING PER

STRUCTURAL DRAWINGS

INSULATION PER TITLE 24

ROOFING FELT PER

ROOFING SPECIFICATIONS

METAL DRIP

FLASHING

STANDING SEAM METAL ROOFING

PER ROOFING SPECIFICATIONS

4X WOOD BLKNG

2X NAILER / PLASTER GROUND

SLOPE 1/4" PER FOOT MIN.

SIDE OUTLET ROOF DRAIN.

STRAINER DOME.

(PIPES TO DRAIN SEPARATELY
OVER FLOW PIPE.

OVER ROOF FRAMING. (SLEEPERS)

MODIFIED MEMBRANE ROOFING SYSTEM

ROOF FRAMING MEMBER. (SLEEPERS)

2
"

TO DAYLIGHT)

OVER PLYWOOD SHEATHING

CLAY, CONCRETE OR SLATE TILE

(CLASS A FINISH MATERIAL PER

CRC 902.11, EXCEPTION 2) OVER

MORTAR BED (NON-COMBUSTIBLE

DECK SUBSTRATE)

EXTERIOR GRADE

DECK UNDERLAYMENT

INSULATION PER

ENERGY CALCULATIONS

(2) LAYERS 5/8" TYPE "X"

GYP. BD. - REFER TO SIMILAR

ASSEMBLY BELOW FOR

1 HR RATING

UPPER LEVEL DECK

(EXTERIOR)

REFER TO #FC5530 FROM THE 2016 GYPSUM ASSOCIATION  FIRE RESISTIVE DESIGN MANUAL.

(INTERIOR)

WATERPROOFING

MEMBRANE

DECK JOISTS - REFER TO

STRUCTURAL DRAWINGS

2x SLEEPERS RIPPED TO

SLOPE - REFER TO UPPER

LEVEL FLOOR PLAN

2

3
'-
6
" 
(M
IN
)

3" x 6" COPPER

OVERFLOW SCUPPER

LAP VAPOR RETARDER

OVER HEAD FLANGE

3x8 FLAT HEADER

LAP VAPOR RETARDER

UNDER BOTTOM FLANGE

EXTERIOR GRADE

SHEATHING - REFER TO

STRUCTURAL

VAPOR RETARDER

7/8" 3-COAT EXTERIOR

CEMENT PLASTER OVER

METAL LATH OVER

VAPOR RETARDER

FLEXIBLE MEMBRANE

FLASHING - LAP OVER

VERTICAL LEGS OF

VAPOR RETARDER

7/8" 3-COAT EXTERIOR

CEMENT PLASTER OVER

METAL LATH OVER

VAPOR RETARDER

EXTERIOR GRADE

SHEATHING - REFER TO

STRUCTURAL

DECK FRAMING - REFER

TO STRUCTURAL

LINEAR DECK

DRAIN

NON-COMBUSTIBLE

STONE TILE DECKING

THINSET OVER DECK

MEMBRANE OVER 3/4"

DECK SHEATHING

2x SLEEPERS AT 16"

O.C. - RIPPED TO

SLOPE - REFER TO

PLAN

7/8" 3-COAT EXTERIOR

CEMENT PLASTER OVER

METAL LATH OVER

VAPOR RETARDER

WALL FRAMING - REFER

TO STRUCTURAL

RUN DECK DRAIN PIPE

THROUGH FRAMING TO

DAYLIGHT AT SPLASH

BLOCK

DECK DIAPHRAGM -

REFER TO STRUCTURAL

EXTERIOR CEMENT PLASTER

OVER METAL LATH OVER

BLDG. PAPER - LAP PAPER

AND LATH OVER WEEP

SCREED

FINISH GRADE - SLOPE 2%
MIN AWAY FROM  BLDG.

G.I. WEEP SCREED

WALL SHEATHING - REFER TO

STRUCTURAL DRAWINGS -

FACE OF SHEATHING TO

ALIGN WITH FACE OF

CONCRETE

WALL FRAMING - REFER TO

STRUCTURAL DRAWINGS

WALL INSULATION PER

ENERGY CALCULATIONS

2
"

8
" 
M
IN

7/8" THICK 3-COAT EXTERIOR

CEMENT PLASTER OVER METAL

LATH OVER VAPOR RETARDER

(2 LAYERS GRADE "D" PAPER or

EQUIVALENT WATERPROOFING)

INSULATION PER ENERGY

CALC'S - REFER TO

BUILDING SECTIONS

WOOD FRAMED WALL -

REFER TO STRUCTURAL

DRAWINGS

5/8" TYPE "X" GYP. BD.

(INTERIOR FINISH)

EXTERIOR GRADE WALL

SHEATHING - REFER TO

STRUCTURAL DRAWINGS
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D1

ESCAMILLA AUD

Project Number

333 SOUTH CANADA STREET,

SANTA BARBARA, CA

ROOF DETAILS

1 1/2" = 1'-0"
TYPICAL HIP / RIDGE1

1 1/2" = 1'-0"
TYPICAL VALLEY FLASHING2

1 1/2" = 1'-0"
TYPICAL EAVE3

1 1/2" = 1'-0"
PORCH EAVE4

1 1/2" = 1'-0"
PORCH RAKE5

1 1/2" = 1'-0"
SLOPED ROOF TO WALL6

1 1/2" = 1'-0"
TYPICAL RAKE7

1 1/2" = 1'-0"
FLAT ROOF DRAIN8

3" = 1'-0"
1-HR DECK ASSEMBLY9

1 1/2" = 1'-0"
DECK DRAIN and SCUPPER10

3" = 1'-0"
STUCCO SCREED11

3" = 1'-0"
TYPICAL 1-HR EXTERIOR WALL12



WALL FRAMING - REFER TO

STRUCTURAL DRAWINGS

SHEATHING PER STRUCTURAL

DRAWINGS

FLEXIBLE MEMBRANE

FLASHING

INSULATION PER

SECTION NOTES

AND ENERGY CALC'S

VAPOR RETARDER BUILDING

WRAP AND METAL LATH - LAP

OVER FLASHING

7/8" 3-COAT EXTERIOR CEMENT

PLASTER

1/4" DRIP CUT

SEALANT

WOOD DOOR

- 8" WALL - PLASTER

7/8" 3-COAT EXTERIOR CEMENT PLASTER

OVER VAPOR RETARDER BUILDING WRAP

AND METAL LATH - LAP OVER WATER-

PROOFING

INSULATION - REFER TO

SECTION NOTES AND

ENERGY CALCULATIONS

GYP. BD.

WOOD DOOR

WOOD DOOR FRAME

WOOD DOOR

THRESHOLD BELOW

  8" WALL - PLASTER

WOOD DOOR

THRESHOLD

WOOD DOOR

WOOD FLOORING OVER

SLEEPERS

EXTERIOR HARDSCAPE

STAINLESS STEEL

FLASHING PAN

TYPICAL

HEADER - REFER

TO STRUCTURAL DRAWINGS

VAPOR RETARDER BUILDING

WRAP AND METAL LATH - LAP

OVER MEMBRANE FLASHING

7/8" 3-COAT EXTERIOR CEMENT

PLASTER

FLEXIBLE MEMBRANE FLASHING -

LAP OVER WINDOW FIN

2x

NAILER

BULLNOSE CORNER

CLAD WOOD WINDOW

INSULATION PER

SECTION NOTES

AND ENERGY CALC'S

2x6 STUD

OUTER WALL

FLEXIBLE MEMBRANE FLASHING -

LAP OVER FRAMING and UNDER

NAILING FIN

2x6 WALL - PLASTER

BULLNOSE CORNER

7/8" 3-COAT EXTERIOR CEMENT PLASTER

OVER VAPOR RETARDER BUILDING WRAP

AND METAL LATH - LAP OVER WATER-

PROOFING

INSULATION - REFER TO

SECTION NOTES AND

ENERGY CALCULATIONS

WOOD WINDOW

NAILER

GYP. BD.

WINDOW SILL BELOW

  8" WALL - PLASTER

SHAPED WOOD SILL

FLEXIBLE MEMBRANE FLASHING -

LAP UNDER WINDOW FIN and

OVER "STUCCO WRAP"

WALL SHEATHING - REFER TO

STRUCTURAL DRAWINGS

EXTERIOR CEMENT PLASTER

OVER METAL LATH OVER

"STUCCO WRAP" - LAP LATH

OVER MEMBRANE FLASHING

AND STUCCO WRAP

FLEXIBLE MEM RANE FLASHING -

LAPOVER FRAMING and UNDER

NAILING FIN

WALL FRAMING - REFER TO

STRUCTURAL DRAWINGS

INSULATION PER

SECTION NOTES

AND ENERGY CALC'S

KERFED DRIP CUT

2x6 STUD

OUTER WALL

2x

NAILER

2x6 WALL - PLASTER

7

T
Y

P
 

11

TYP 

3/4 "

NOSIN

1
1 /

2
"

N
O

S
IN

3/8" NOSING

RADIUS -

THINSET TILE

LANDING OVER

DECK 

MEMBRANE

STAINLESS 

STEEL

THINSET TILE TREADS

and RISERS OVER

FLEXIBLE MEMBRANE

FLASHING OVER

PLYWOOD 

2x STRINGERS -

REFER TO 

STRUCT.

CONCRETE FOOTING -

REFER TO STRUCTURAL 

DRAWINGS

3x6 

PTDF

7
.7
5
" 
M
A
X

T
Y
P
 R
IS
E
R

10" MIN

TYP TREAD

3/4"

NOSING

3 /
4
"

N
O
S
IN
G

3
4
" 
-
3
8
" 
H
A
N
D
R
A
IL
 H
T
 A
B
O
V
E

P
L
A
N
E
 O
F
 T
R
E
A
D
 N
O
S
IN
G
S

4"

CONCRETE SLAB

2x STRINGERS -

REFER TO STRUCT.

DRAWINGS

3x6 P.T.D.F. SILL

PLYWOOD RISER

1x4 NOSING

2x6 WOOD CAP

6" DIA

SPHERE

2x6 WOOD

BOTTOM RAIL

4x4 NEWELL POST

2x2 WOOD

PICKETS

4" DIA

SPHERE

6
'-
8
" 
M
IN
 H
E
A
D
R
O
O
M
 C
L
E
A
R
A
N
C
E

36" MIN CLR WIDTH 

(R311.7.1)

MAXIMUM 4" CLEAR 

SPACING OPENING

BETWEEN RAILS. 

(R312.1.3)

TO STAIR NOSING

1 3/4" X 3/4" WOOD HANDRAIL (0.01 MIN 

RADIUS AT EDGES) OVER 1" X 1/2" X 1/8" 

STEEL CHANNEL - HANDGRIP PORTION OF 

HANDRAIL SHALL NOT BE LESS THAN 

1.25" AND NO MORE THAN 2" CROSS-

SECTIONAL DIMENSION HAVING A 

SMOOTH SURFACE WITH NO SHARP 

CORNERS. (R311.7.8.3)

STEEL HANDRAIL BRACKET

AT 48" O.C. (MIN. TWO PER RAIL)

1/4" DIA. (MIN.) x 2 1/2" LAG SCREW.

4x BLOCKING

2x WALL

WALL FINISH MATERIAL

CLR

3
4
" 
T
O
 3
8
"

A
B
O
V
E
 T
R
E
A
D

N
O
S
IN
G
 (
R
3
1
1
.7
.8
.1
)

2"

2 x 4 TOP RAIL

1 x 1 WOOD PICKET

2 x 4 BOTTOM RAIL

1" TUFFLEX OVER 
WEATHERPROOF 
MEMBRANE OVER 
2 x TONGUE and 
GROOVE DECK

4 x 8 FLOOR JOISTS
PER STRUCTURAL 
PLANS

2x ROOF RAFTER 
PER PLANS

6 x 8 WOOD CORBEL

6 x 6 WOOD POST

4 x 4 INTERMEDIATE POST 
WITH CHAMFERED TOP

6 x 8 WOOD BEAM PER 
STRUCTURAL PLANS

< 4"

<
4

"

1 
1/

2
"

3'
-6

" 
G

U
A

R
D

 H
T

.

3 1
/2

"

2 1
/2

"

7 1/2"

1'-1 1/2"

ROOFING PER 
SPECIFICATIONS 
OVER SHEATHING 
OVER 2 x 6 
RAFTERS

1'-2 1/2"

6 x 6 RIDGE 
BEAM

6 x 6 DIAGONAL 
BRACE

2 x 6 VERTICAL 
LUMBER

6 x 6 WOOD 
BEAM

3'-0"

2 x 4 TOP RAIL

2 x 2 WOOD 
PICKET

2 x 4 BOTTOM RAIL

1" TUFFLEX OVER 
WEATHERPROOF 
MEMBRANE OVER 
2 x TONGUE and 
GROOVE DECK

4 x 8 FLOOR JOISTS
PER STRUCTURAL

4 x 4 WOOD POST WITH 
CHAMFERED TOP

1 x 1 WOOD STOP 
EACH SIDE OF PICKET

1 x 1 WOOD STOP 
EACH SIDE OF PICKET

2 x 12 PERIMETER 
TRIM BOARD

4 x BLK W/ (2) 3/4"Ø X 7" 
LAG BOLTS INTO (E) 
STUD & TOP & BOTTOM 
RAILS

ROOFING PER 
SPECIFICATIONS 
OVER SHEATHING 
OVER 2 x 6 
RAFTERS

6 x 6 RIDGE 
BEAM

6 x 6 DIAGONAL 
BRACE

2 x 6 VERTICAL 
LUMBER

2
'-

0
"

2'-3"

6 x 6 WOOD 
BEAM

WALL FRAMING
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D2

ESCAMILLA AUD

Project Number

333 SOUTH CANADA STREET,

SANTA BARBARA, CA

ARCHITECTURAL DETAILS

3" = 1'-0"
TYPICAL DOOR HEAD1

3" = 1'-0"
TYPICAL DOOR JAMB2

3" = 1'-0"
TYPICAL DOOR THRESHOLD3

3" = 1'-0"
TYPICAL WINDOW HEAD4

3" = 1'-0"
TYPICAL WINDOW JAMB5

3" = 1'-0"
TYPICAL WINDOW SILL6

1 1/2" = 1'-0"
EXTERIOR STAIR TREAD8

1 1/2" = 1'-0"
STAIR TREAD11

3" = 1'-0"
HANDRAIL7

1" = 1'-0"
COVERED DECK13

1" = 1'-0"
AWNING FRONT VIEW10

1" = 1'-0"
GUARD RAIL12

1" = 1'-0"
AWNING SIDE VIEW9
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333 SOUTH CANADA STREET,

SANTA BARBARA, CA

GREEN BUILDING CODE
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G2

ESCAMILLA AUD

Project Number

333 SOUTH CANADA STREET,

SANTA BARBARA, CA

GREEN BUILDING CODE



W
D

WH

REF.

717 SF
(E) BUILDING #1

577 SF
REPLACE CONCRETE WALKWAY

973 SF
(N) BUILDING #2

A R E A   L E G E N DA R E A   L E G E N DA R E A   L E G E N DA R E A   L E G E N D

(E) BUILDING #1

(E) CONCRETE DRIVEWAY

(E) LANDSCAPE

(N) BUILDING #2

(N) CONCRETE WALKWAY

(N) PEA GRAVEL

REPLACE CONCRETE WALKWAY

Calculating...

6'-0"

502 SF
(E) CONCRETE DRIVEWAY

659 SF
(E) LANDSCAPE

367 SF
(N) PEA GRAVEL

137 SF
(N) PEA GRAVEL

82 SF
(N) PEA GRAVEL

39 SF
(E) LANDSCAPE

100 SF
(E) LANDSCAPE

24 SF
(E) LANDSCAPE
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G
M oderate

ZONE #1

ZONE #2

26 SF
(N) PEA GRAVEL

600 SF
(N) CONCRETE WALKWAY

197 SF
(N) CONCRETE WALKWAY

NOTE: NO DISTURBANCE 
OF SUBGRADE TO OCCUR

(N) STREET TREE
UNDER SEPARATE PERMIT

A

B

C

D

E

F

G

H

I

L1

L1

L1

L1

L1

L1

L1

L1

L1

L1

L1

L1

L1

L1

L1

Misael Contreras

137 SF
LOW WATER USE

39 SF
LOW WATER USE

100 SF
(E) LANDSCAPE

24 SF
(E) LANDSCAPE

(E) IRRIGATION CONTROLS
AND BACKFLOW PREVENTER
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VEGETABLE GARDEN

(N) IRRIGATION VALVES

ZONE #2

26 SF
LOW WATER USE

CONNECT TO (E) DRIP LINE (E) DRIP LINE

A R E A   L E G E N DA R E A   L E G E N DA R E A   L E G E N DA R E A   L E G E N D

(E) LANDSCAPE

LOW WATER USE

MEDIUM / HIGH WATER USE

Calculating...

622 SF
(E) LANDSCAPE

367 SF
LOW WATER USE

83 SF
MEDIUM / HIGH WATER USE

33 SF
MEDIUM / HIGH WATER USE

(N) DRIP LINE

(N) DRIP LINE

(N) BACKFLOW PREVENTER

C
M oderate

B
M oderate

D
M oderate

PLANTING NOTES:
1. CONTRACTOR IS TO BE RESPONSIBLE FOR COORDINATION WITH THE OWNER FOR THE 
LOCATION OF ANY EXISTING UNDERGROUND UTILITIES.
2. THE PLANT LIST PROVIDED IS FOR THE CONVENIENCE OF THE CONTRACTOR. THE 
PLAN IS TO PREVAIL AND THE LANDSCAPE DESIGNER AND OWNER ARE TO MAKE FINAL 
ADJUSTMENTS AS NECESSARY.
3. ALL TREES ARE TO BE FIELD SPOTTED BY CONTRACTOR AND THE LOCATION IS TO BE 
APPROVED BY THE LANDSCAPE DESIGNER PRIOR TO INSTALLATION.
4. CONTRACTOR IS TO BE RESPONSIBLE FOR FULL IRRIGATION COVERAGE OF ALL 
PLANTED AREAS.
5. IRRIGATION IS TO BE COORDINATED WITH THE PLANTING PLAN.
6. PLANT MATERIALS AND INSTALLATION ARE TO MEET THE HIGHEST QUALITY INDUSTRY 
STANDARDS. PLANT MATERIAL MAY BE SUBJECT TO CHANGE AS PER OWNER OR 
LANDSCAPE DESIGNERS DISCRETION.LANDSCAPE DESIGNER RESERVES THE RIGHT TO 
REFUSE PLANTS DELIVERED TO THE SITE THAT ARE SUBSTANDARD. REPLACEMENT 
PLANTS ARE TO BE SUPPLIED BY CONTRACTOR AT NO ADDITIONAL COST TO THE OWNER.
7. ANY CLARIFICATION OR QUESTIONS ON PLANS, SPECIFICATION OR DETAILS SHOULD 
BE BROUGHT TO THE ATTENTION OF THE LANDSCAPE DESIGNER PRIOR TO PROCEEDING 
WITH WORK. VERIFY PLANTING DATE WITH LANDSCAPE DESIGNER A MINIMUM OF TWO 
WEEKS PRIOR TO DATE.
8. ALL PLANTER AREAS ARE TO BE CULTIVATED TO A DEPTH OF 12" WITH A 3" LAYER OF 
ORGANIC COMPOST MATERIAL PRIOR TO PLANTING. ONCE PLANTING IS COMPLETE, 
PLANTER AREAS ARE TO BE TOP DRESSED WITH MULCH AT A DEPTH OF 2" - 3". SAMPLES 
OF MULCH MATERIAL ARE TO BE PROVIDED TO THE LANDSCAPE DESIGNER AND OWNER 
FOR APPROVAL PRIOR TO INSTALLATION.
9. ALL TREES SHALL BE PLANTED IN DEEP ROOT BOXES (TYP.) IF WITHIN 6FT OF A NEW OR 
EXISTING WALL, WALK, PATIO, PARKING AREA OR CURB, ETC.
10. CONTRACTOR SHALL PROVIDE 90 DAY MAINTENANCE PERIOD AS PART OF THE 
CONTRACT TO BEGIN AFTER INSTALLATION AND CONTINUOUSLY FOR 90 DAYS UNTIL 
FINAL REVIEW.

IRRIGATION NOTES:
1. A NEW IRRIGATION CONTROLLER IS TO BE PROVIDED AND SHALL BE A RAINBIRD ESP-
MC WITH RAIN SENSOR, CYCLE/SOAK FUNCTIONS AND FOUR PROGRAM CAPABILITY OR 
EQUIVALENT.
2. DRIP EMITTERS TO BE RAINBIRD XERIBUGS TO PROVIDE 1 GPH AND ARE TO BE 
INSTALLED 1 EACH PER 5 GALLON PLANT, 2 EACH FOR EVERY 15 GALLON AND 24" BOX 
PLANT AND 3 EACH PER EVERY 36" BOX TREE.
3. AFTER PLANTING, ALL AREAS ARE TO BE COVERED WITH A 3" - 4" LAYER OF ORGANIC 
MULCH FOR WEED SUPPRESSION AND WATER CONSERVATION.
4. PRIOR TO PROJECT START UP, CONTRACTOR IS TO HOOK UP A PRESSURE RECORDING 
GAUGE FOR A PERIOD OF ONE WEEK TO DETERMINE THE BEST TIME OF DAY TO 
PROGRAM THE APPROPRIATE RUN TIMES FOR THE AUTOMATIC IRRIGATION 
CONTROLLER.
5. A BACKFLOW PREVENTER IS TO BE INSTALLED BETWEEN THE WATER METER AND THE 
IRRIGATION MAINLINE PER LOCAL BUILDING CODES.
6. THE CONTRACTOR AND PROJECT FOREMAN SHALL THOROUGHLY REVIEW THE 
CONTRACT DOCUMENTS AND SUBMIT IN WRITING ALL QUESTIONS OR REQUESTS FOR 
CLARIFICATION TO THE LANDSCAPE DESIGNER PRIOR TO COMMENCING WITH 
CONSTRUCTION.
7. THE PROJECT FOREMAN SHALL FAMILIARIZE HIMSELF WITH ALL OF THE DETAILS, 
NOTES AND SPECIAL PROVISIONS OF THIS PROJECT PRIOR TO START OF CONSTRUCTION.
8. ALL DETAILS AND SPECIFICATIONS SHALL BE STRICTLY ADHERED TO.
9. ALL DEVIATIONS FROM THE CONSTRUCTION DOCUMENTS WITHOUT PRIOR WRITTEN 
APPROVAL SHALL BE REMOVED AND REPLACED AT THE CONTRACTOR'S EXPENSE.
10. AS BUILT: BEFORE FINAL PAYMENT IS RELEASED, CONTRACTOR WILL PROVIDE 
OWNER, AT A PREDETERMINED COST, WITH A COMPLETE AND REPRODUCIBLE 
DRAWING OF THE SYSTEM LAYOUT AS IT WAS ACTUALLY INSTALLED. THIS DRAWING 
SHOULD INCLUDE THE LOCATION OF UNDERGROUND SLEEVES, MAIN LINE, AND ALL 
VALVES AND EQUIPMENT.
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ESCAMILLA AUD

Project Number

333 SOUTH CANADA STREET,

SANTA BARBARA, CA

LANDSCAPE PLAN

1/8" = 1'-0"

LANDSCAPE PLAN1
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ID QTY DESCRIPTION
WUCOLS
DESIGNATION

Existing

A 3 Phormium Tenax - New Zealand flax – 5 Gal Low

B 12 Agapanthus Peter Pan Blue - Lily Of The Nile - 1 Gal Moderate

D 5 Cycas Revoluta – King Sage Palm - 5 Gal Moderate

E 1 Strelitzia reginae - Bird Of Paradise - 5 Gal Moderate

G 3 Lophostemon Confertus - Brisbane - 15 Gal Moderate

I 3 Citrus Tree Moderate

Existing: 27

New

A 8 Phormium Tenax - New Zealand flax – 5 Gal Low

B 12 Agapanthus Peter Pan Blue - Lily Of The Nile - 1 Gal Moderate

C 7 Pennisetum Hybrid - Red Fountain Grass - 2 Gal Moderate

D 5 Cycas Revoluta – King Sage Palm - 5 Gal Moderate

E 7 Strelitzia reginae - Bird Of Paradise - 5 Gal Moderate

F 21 Yucca Gloriosa – Spanish Dagger - 5 Gal Very Low

G 1 Lophostemon Confertus - Brisbane - 15 Gal Moderate

H 12 Vegetable Garden - Various Species & Sizes High

New: 73

Grand total: 100

N

L O T   C O V E R A G EL O T   C O V E R A G EL O T   C O V E R A G EL O T   C O V E R A G E
DESCRIPTION AREA %

EXISTING IMPERVIOUS AREA

(E) BUILDING #1 717 SF 14%

(E) CONCRETE DRIVEWAY 502 SF 10%

REPLACE CONCRETE WALKWAY 577 SF 12%

EXISTING IMPERVIOUS AREA: 3 1796 SF 36%

EXISTING PERVIOUS AREA

(E) LANDSCAPE 659 SF 13%

(E) LANDSCAPE 39 SF 1%

(E) LANDSCAPE 100 SF 2%

(E) LANDSCAPE 24 SF 0%

(N) PEA GRAVEL 82 SF 2%

(N) PEA GRAVEL 26 SF 1%

EXISTING PERVIOUS AREA: 6 930 SF 19%

NEW IMPERVIOUS AREA

(N) BUILDING #2 973 SF 19%

(N) CONCRETE WALKWAY 600 SF 12%

(N) CONCRETE WALKWAY 197 SF 4%

NEW IMPERVIOUS AREA: 3 1770 SF 35%

NEW PERVIOUS AREA

(N) PEA GRAVEL 367 SF 7%

(N) PEA GRAVEL 137 SF 3%

NEW PERVIOUS AREA: 2 504 SF 10%

TOTAL LOT COVERAGE 5000 SF 100%

1/8" = 1'-0"

IRRIGATION PLAN2

N
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DESCRIPTION AREA %

LOW WATER USE

LOW WATER USE 137 SF 21%

LOW WATER USE 26 SF 4%

LOW WATER USE 367 SF 57%

LOW WATER USE: 3 530 SF 82%

MEDIUM / HIGH WATER USE

MEDIUM / HIGH WATER USE 83 SF 13%

MEDIUM / HIGH WATER USE 33 SF 5%

MEDIUM / HIGH WATER USE: 2 115 SF 18%
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